Product Data Sheet SAJ INDUSTRIES PRIVATE

POLYETHYLENE TEREPHTHALATE CHIPS LIMITED
Revenue survey no 43 and 46 2, NH-8A,

GRADE : Super Bright Village-Varsana, Taluka-Anjar, Kachchh,
Gujarat, 370110

Product Application:

» Polyethylene Terephthalate Bright Chips.
» Bright chips is suitable for BOPET Film,
Yarn and Textile application.

Specification:
Sr. No. Property Unit Value
1 Intrinsic Viscosity a1/ 0.640 + 0.010
Phenol : TCE(60:40) @25°C 5 T
2 Carboxyl End Groups Meq / Kg <35
3 Ash content wt/ wt % Max 0.04
Colour Value ( PET Chips as such)
4 L Hunter lab >58.0
b <5.0
5 DEG content wt / wt % 1.10+0.20
6 Melting Point oC 255+3
7 Chips Per Grams Number 30+5
8 Moisture (When Packed) wt / wt % <0.30
Disclaimer:

The information and data presented herein is true and accurate to the best of our knowledge. No warranty
or guarantee expressed or implied is made regarding performance or otherwise. Buyers are requested to
establish their own determination about safety, health, environmental protection and suitability of use for
their intended purpose. SAJ Industries reserves its right to improve the product without prior notice based
on continuous improvement, research and development, but within performance criteria as per specification
sheet.

Packaging:
Resin supplied in 1000 kg PP jumbo bags with LDPE liner.
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