
 Product Data Sheet 
For   BOTTLE GRADE 

POLYETHYLENE TEREPHTHALATE CHIPS 
 

GRADE : SUPET 320D QH 

SAJ INDUSTRIES PRIVATE 

LIMITED 
Revenue survey no 43 and 46 2, NH-8A, 

Village-Varsana, Taluka-Anjar, Kachchh, 

Gujarat, 370110 

 

Regd.Office: 6/121 Paliki, Plot No. 9-10-11, 2ond Floor, Vairagini Wadi, Delhi Date, Surat – 395003 Gujarat 
Tel: 0261 6797969, E-mail sumilon@sumilon.com. www.sumilonpolyfilm.com 
For Purchase Inquiries Contact: sales.petresin@sumilon.com 

Product Features: 
 

 SUPET 320D QH Polyester based Copolymer resin.  

 SUPET 320D QH has fast reheat characteristics that saves energy and enhances productivity in 
blowing.             

 SUPET 320D QH has good balance of clarity, rigidity, strength and dimensional stability to the 
preform and bottle. 

 SUPET 320D QH is in crystallised form for convenient drying, processing & good process ability.  

Sales Specification: 

Sr. No. Property Unit Value Equipment 
1 Intrinsic Viscosity* dl / g 0.800 ± 0.02 AVS 

2 Carboxyl End Groups Meq / Kg ≤ 30 By Titration 

3 Acetaldehyde ppm ≤ 1 HS Gas Chromatograph 

4 
Colour Value ( PET Chips as such) 
L 
b 

 
Hunter lab 

 

 
≥ 76.0 

-2.0 + -1.5 

 
Colorimeter 

5 Melting Point 0C 247 + 3 DSC 

6 Crystallinity % ≥ 50 DGC 

7 Chips Per Grams Number 65 + 5 Gravimetric 

8 Dust content ppm ≤ 100 Dry Sieve 

9 Moisture (When Packed)  wt % ≤ 0.20 Gravimetric 

* IV Measured as per ASTM D 4603-03 

Product Description: 

SUPET 320D QH Copolymer resin suitable for high pressure application such as aerated drinks. SUPET 

320D QH has inbuilt Fast Reheat additive to enhance absorption of Infra-red radiation, which can result in 

increased output or reduced heating load and better process flexibility during blowing. SUPET 320D QH 

is considered safe for food packaging application. 

Disclaimer: 
The information and data presented herein is true and accurate to the best of our knowledge. No warranty 

or guarantee expressed or implied is made regarding performance or otherwise. Buyers are requested to 

establish their own determination about safety, health, environmental protection and suitability of use for 

their intended purpose. SAJ Industries reserves its right to improve the product without prior notice based 

on continuous improvement, research and development, but within performance criteria as per specification 

sheet. 

Packaging: 
Resin supplied in 1100 kg PP jumbo bags with LDPE liner. 
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