
 Metallised & Both side Color Coated Polyester Film 
(One Side Metallised & Color coated on both Metal and Plain Side) 
SSside.Othesiduntreated or Corona treated) 
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SUCOAT™ - C2MP is Single side Metalized PET Film with Lacquer coated 

on both Metal and Plain side.  These films are available in a variety of 

colors and thickness, which makes them suitable for wide range of 

requirements. 
 

Main Features: 
 Eye Catching Packaging 
 Treated Surface for excellent adhesion with ink 

 Dimensional stability 
 Excellent mechanical properties 

Application: 

 Flexible packaging, board lamination & wet lamination 
 Decorative Coverings 
 Industrial Packaging Application 
 Metallic Yarn. 

 

 
 
 
 
 

 
 Color coated on Metallise Layer

 Metallise PET Film

 Color coated on Plain 
side.

 
 

Properties Unit 
Test 

Method 
Typical Values 

Physical Properties 

Thickness Micron SCTM 08 12   23 30 

Yield m2/kg SCTM 69 50 28.2 22.1 

Grammage g/m2 SCTM 14.5 20.1 35.5         45.3 

Mechanical Properties 

Tensile Strength (Min) 
MD 

Kg/cm2 
ASTM D 

882 

2000 2100 2100 2100 

TD 1900 1900 2000 2000 

Elongation at Break (Min) 
MD 

% 
ASTM D 

882 

90 110 120 120 

TD 90 100 110 110 

Surface Properties 
 Wetting Tension on 
 Both side(Min) 

Dynes/cm ASTM D  
2578 

         38    38        38 38 

Coefficient of Friction 
(Max) 

St. - ASTM D 
1894 

0.50 0.50 0.50 0.50 

Dy. - 0.45 0.45 0.45 0.45 

Thermal Properties 
 

Heat Shrinkage 
@1500C/30minute(Max) 

MD  
% 

 
ASTM D 

1204 

4.4 4.0 3.0 2.4 

TD 0.4 0.4 0.0 0.0 

*MD = MACHINE DIRECTION *TD = TRANSVERSE DIRECTION 
 

STORAGE & HANDLING: SUCOAT™- C2MP need to be stocked in a closed warehouse and should not be exposed to direct sunlight or light sources and from 
humidity. It is recommended to store below 35°C in dry place. SUCOAT™- C2MP is suitable for use within 6 month from date of manufacturing, only if material 
is stored in recommended condition. 

 

DISCLAIMER: It is the responsibility of our customer to determine that their use of our product(s) is safe, lawful, and technically suitable in their intended 
applications. The Values given in the technical data sheet represent typical values based on the best of our knowledge as on date when the data was compiled. 
It is offered solely to provide possible suggestions for your own experimentation and not as a guarantee for the material supplied. The user is solely responsible 
for the end use of the product and needs to perform their own tests to confirm the product suitability / compatibility in all respects. Sumilon Gives no warranty 
or accept liability for any loss and fitness of the product for any specific purpose. Sumilon reserves the right to change the technical data sheet at any time 
for enhancing the quality of the products without prior information. 

 
 
 
 
 
 

Head Office: Delhi gate Surat-395003, Gujrat, INDIA. 
TEL. NO: +91-261– 2441122 / 6797979, FAX NO: +91-261-2442952. 
Web: www.sumilon.com 

http://www.sumilon.com/

