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SUPET  SUCOAT -SL153 
 

 
 

Product Description 
SUCOAT- SL153 is a transparent silicone coated polyester film. Silicone release liner film has some distinct 
advantages over using a paper substrate. BOPET Release film is made with silicone release agent in our 

clean room coater. 

Sumilon Silicone coated PET films are characterized by their outstanding release properties in combination 

with inherent polyester film characteristics such as high mechanical strength, low shrinkage, clarity and 

chemical resistance. Extremely high levels of curing of the silicone layer on the PET film minimizes the 

issue of back side transfer, which is known to be present in most off line coated release materials. 

We offer wide variety of film thicknesses with customized releasing force.. 
 

 

Key Features 

 Excellent Silicone lay down with Flat Release Profile 

 Consistent Release with Aging 

 No Silicone Rub-off 

 Negligible / Minimum back side Silicone transferred 

 High Dimensional Stability 

 Transparent and Clear 
 

 

Application: 
 

  Release liner for Pressure Sensitive labels 
 

 
Certification: 

 
The Facility is BRC certified with requirements of Global Standard for Packaging Material. 
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Technical Data specification 

  

Properties Unit Test Method Typical Values 

Physical Properties 

Thickness Micron SCTM 12 23 30 50 

Gauge - SCTM 48 92 120 200 

Mechanical Properties 

Tensile Strength 
(Min) 

MD 
Kg/cm2 ASTM D 882 

1900 1900 1900 1900 

TD 2000 2000 2000 2000 

Elongation at Break 
(Min) 

MD 
% ASTM D 882 

105 105 105 105 

TD 85 85 85 85 

Surface Properties 

Coefficient of Friction 
(Coated to steel) 

St. 
- ASTM D 1894 

0.2-0.5 0.2-0.5 0.2-0.5 0.2-0.5 

Dy. 0.2-0.5 0.2-0.5 0.2-0.5 0.2-0.5 

Thermal Properties 

Heat Shrinkage 
@190°C/20 minute 

MD 
% ASTM D 1204 

2 2 2 2 

TD 0 0 0 0 

Silicone Functionality 

Low speed release gm/inch 
FTM 10 with tesa 4154 <10 <10 <10 <10 

FTM 10 with tesa 7475 <15 <15 <15 <15 

Subsequent adhesion % FTM 11 with Tesa4154 >90 >90 >90 >90 

Rub Off - Finger Rub None None None None 

MD: Machine direction  TD: Transverse direction  SCTM: Sumilon Test Method, Variation in environmental conditions and tape properties 
may cause change in measure value of release properties. 

 
 

STORAGE & HANDLING: SUCOAT- SL153 FILM need to be stocked in a closed warehouse and should not be exposed to direct sunlight or 

light sources and from humidity. It is recommended to store below 35°C in dry place. SUCOAT- SL153 FILM is suitable for use within 6 month 

from date of manufacturing, only if material is stored in recommended condition. 
 

DISCLAIMER: It is the responsibility of our customer to determine that their use of our product(s) is safe, lawful, and technically suitable in 

their intended applications. The Values given in the technical data sheet represent typical values based on the best of our knowledge as on date 

when the data was compiled. It is offered solely to provide possible suggestions for your own experimentation and not as a guarantee for the 

material supplied. The user is solely responsible for the end use of the product and needs to perform their own tests to confirm the product 

suitability / compatibility in all respects. Sumilon gives no warranty or accept liability for any loss and fitness of the product for any specific 

purpose. Sumilon reserves the right to change the technical data sheet at any time for enhancing the quality of the products without prior 

information. 
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