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SUCOAT™ -SR- AFAM is a transparent Biaxial Oriented Polyethylene Terephthalate (BOPET) film with one side 

Heat-Sealable Peelable layer with characteristics of Anti-Fog/Anti-Mist properties. Heat Sealable peelable layer is 

designed to peal seal with Apet, Cpet, PVC, PETG and itself. The film offers excellent property of Antifog and 

antimist in hot and cold conditions.  

Base Bopet film layer is formed with PCR based Pet resin. This PCR resin is produced by converting the post-

consumer product such as bottles into a flakes and then to resin. The PCR Pet is an environment friendly certified with 

food grade – EFSA, FDA. 

   

Main Features: 

 Offers heat seal properties by sealing to itself as well as to A- PET, r-PET, C-PET& PVC. 

 Excellent flatness and dimensional stability. 

 Very Good Clarity & Transparency. 

 No seal against PS, PP and PE. 

 Easy opening of seal 

Application: 

 Peelable lidding for ready food meal trays (frozen or warm) & dual oven-able trays.  

 Lidding for fresh fruit, salad trays & airplane food trays.  

 Peelable closure lids for PET bottles. 

 
Food Contact: 
  

The film complies with US FDA, EC directive & REACH regulation for food packaging. 

 

 

 

 
 

 
 
 

 

 

 

 

 

 

 

 

 

 

Sealable peelable coating layer 

Core layer   

Untreated Surface 
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Technical Data Specification 
 

Properties Unit 
Test 

Method 
Typical Values 

Physical Properties 

Thickness Micron SCTM 12 14 21 25 32 38 

Density g/m2 SCTM 1.4 1.4 1.4 1.4 1.4 1.4 

Mechanical Properties 

Tensile Strength (Min) 
MD 

Kg/cm2 ASTM D 882 
2000 2000 2000 2000 1900 1900 

TD 1900 1900 1900 1900 1800 1800 

Elongation at Break 
(Min) 

MD 
% ASTM D 882 

100 100 100 100 110 110 

TD 85 85 85 85 90 90 

Optical Properties  

Haze % 
ASTM D 

1003 
8 8 8 9 10 10 

Barrier Properties 

W.V.T.R. (38⁰C & 
90%RH) 

gm/m2/day ASTM F 
1249 

45 40 35 30 25 22 

gm/100in2/day 2.9 2.58 2.25 1.94 1.62 1.42 

O.T.R. (23⁰C & 0%RH) 
cc/m2/day ASTM D 

3985 

135 135 120 95 75 55 

cc/100in2/day 8.71 8.71 7.75 6.13 4.84 3.55 

Thermal Properties 

Seal Temperature Range  ⁰C SCTM 110-200 110-200 110-200 110-200 110-200 110-200 

Peel Strength  
(180˚C,1Sec, 4 kg/cm²)  

C/C 

gf/25mm SCTM 

500 500 500 500 500 600 

Apet 450 450 450 450 500 600 

Rpet 300 300 350 350 400 400 

PVC 450 450 450 500 550 600 

Heat Shrinkage 
(150°C/30minutes) (Max) 

MD 
% 

ASTM D 
1204 

2.4 2.4 2.4 2.4 2.4 2.4 

TD 0.4 0.4 0.4 0.4 0.4 0.4 
 MD : Machine direction   TD : Transverse direction   SCTM : Sumilon Test Method 
 
 
STORAGE & HANDLING: SUCOAT™-SR-AFAM need to be stocked in a closed warehouse and should not be exposed to direct sunlight or light sources and from 
humidity. It is recommended to store below 35°C in dry place. SUCOAT™-SR-AFAM is suitable for use within 6 month from date of manufacturing, only if 
material is stored in recommended condition. 
DISCLAIMER: It is the responsibility of our customer to determine that their use of our product(s) is safe, lawful, and technically suitable in their intended 
applications. The Values given in the technical data sheet represent typical values based on the best of our knowledge as on date when the data was 
compiled. It is offered solely to provide possible suggestions for your own experimentation and not as a guarantee for the material supplied. The user is solely 
responsible for the end use of the product and needs to perform their own tests to confirm the product suitability / compatibility in all respects. Sumilon 
Gives no warranty or accept liability for any loss and fitness of the product for any specific purpose. Sumilon reserves the right to change the technical data 
sheet at any time for enhancing the quality of the products without prior information. 
Technical Data Sheet Revision No- 06 Issued On- 15.03.2022 

 
 


