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Packaging Materials

SUCOAT™ -SSFTCT-ECO

Product Description

SUCOAT™ - SSFTCT-Eco is a coated BOPET film, developed to provide a very fine matt finishes with
combination of soft feel silky touch. It is one side coated with Silky soft touch layer and other side Corona
treated surface. The film has a unique property with scuff resistant, chemical resistant and a very soft velvet
feel that can be used to improve the looks and feel of laminated products. The velvet touch is achieved after
giving high degree of Matt perception. It is chemically resistant, scuff resistance and printable with the
conventional inks.

Main Features:

+ Excellent smooth velvet silky touch.

«»+ Excellent scratch and scuff resistant.

+» Excellent chemical resistance.

+«+ Outstanding properties of printable with conventional solvent inks.

Application:

% Designed for superior quality smooth finish quality graphics.
High End Book covers, Pocket folders

Postcards & Leaflets

Gift bags

Corporate Brochures

Presentation covers

Packaging

Liquor boxes
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Food Contact:

The films complies EC directive & REACH regulation and intend to use for indirect applications for food
packaging
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Technical Data specification

Properties Unit Test Method Typical Values
Physical Properties
Thickness Micron ASTM D 374 14 25
Yield m?/kg STM 51 28.6
Grammage g/m? STM 19.6 35
Mechanical Properties
. . MD Kg/cm? 1900 1900
Tensile Strength (Min) ASTM D 882
TD 2000 2000
. . MD % 90 100
Elongation at Break (Min) ASTM D 882
TD 90 100
Optical Properties
Haze % ASTM D 1003 90 90
Light Transmittance % ASTM D 1003 82 82
Gloss @ 45° ASTM D2457 8 8
Surface Properties
Coefficient of Friction St 0.90 0.90
- . = ASTM D 1894
Coefficient of Friction DY 0.60 0.60
) . Coated side 48 48
Wetting Tension Dyne/cm | ASTM D 2578
Corona treated 46 46
Thermal Properties
Heat Shrinkage MD . 2.4 2.4
ASTM D 1204
@150C/30minute (Max) TD % > 0 0.4 0.4
Chemical Resistant Properties
Sol ! ) AT+ MEK Pass Pass
zgo‘éent mmersion - 24hrs at EA ; DIN 42115 Pass Pass
IPA Pass Pass

MD : Machine direction TD : Transverse direction SCTM : Sumilon Test Method

STORAGE & HANDLING: SUCOAT-SSFTCT-Eco FILM need to be stocked in a closed warehouse and should not be exposed to direct
sunlight or light sources and from humidity. It is recommended to store below 35°C in dry place. SUCOAT-SSFTCT-Eco FILM is suitable for
use within 6 month from date of manufacturing, only if material is stored in recommended condition.

DISCLAIMER: It is the responsibility of our customer to determine that their use of our product(s) is safe, lawful, and technically suitable in
their intended applications. The Values given in the technical data sheet represent typical values based on the best of our knowledge as on date
when the data was compiled. It is offered solely to provide possible suggestions for your own experimentation and not as a guarantee for the
material supplied. The user is solely responsible for the end use of the product and needs to perform their own tests to confirm the product
suitability / compatibility in all respects. Sumilon gives no warranty or accept liability for any loss and fitness of the product for any specific
purpose. Sumilon reserves the right to change the technical data sheet at any time for enhancing the quality of the products without prior
information.
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